SHAPE MEMORY 



PRE TREAT (HEAT) 
THE METAL TO 
THE DESIRED SHAPE 



AFTER HEAT SETTING 
WIRE IS REMOVED 

AND PUT 
BACK ON ROLLS 



COATED / CO-EXTRUDED 

WITH EPTFE MATERIAL 
(EXTRUSION, PULTRUSION 



1 



COATING SNUGGLY 
FITS THE WIRE 
(ENCAPSULATES) 



SECONDARY HEAT 
TREAT IF NECESSARY 
(BELOW MELT TEMP 
OF EPTFE POLYMER) 



FABRICATED INTO 
STENT PREFORMS - 

BRAIDED, KNITTED, 
OTHER WIRE FORMS 
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WIRE 



NON SHAPE MEMORY 



I 



NO PRE TREATMENT 



MATERIAL PROVIDED 
IN ROLLS 



TREATED WITH 
ADHESIVE/AGENT 



CO-EXTRUDED 
WITH EPTFE 
MATERIAL 



CO-EXTRUDED 
WITH EPTFE 
MATERIAL 



HEAT TREATED 
TO ACTIVATE 
ADHESIVE 



HEAT IF 
NECESSARY TO 
HEAT SHRINK 



ENDS TREATED 
WITH POLYMER 



ENDS TREATED 



BACK IN ROLLS 



FABRICATED INTO 
STENT PREFORMS - 
BRAIDED, KNITTED 
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